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Example of Signal ID Meter: Birdog
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Example of Signal ID Meter: Super Buddy
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Example of pointing 
l l l tiangle calculations 

www.dishpointer.com.
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Answers to Question Posed In 
Class

Copyright SatProf, Inc.  All rights reserved. May not be 
distributed or posted online without permission.



8/9/2011

7

Bit rates and symbol rates
Prevents any repetitive 
bit patterns from causing 
spectrum lines.  Does 
not add to the bit rate.

Not used in all 
modems.

Forward error 
correction. F is less 
than 1.  E.g. ¾.

1 symbol carries 
2 bits.

Framing and 
overhead

Scrambling QPSK 
modulation

IR = Information rate
CR = Composite rate = IR * Overhead
TR = Transmission rate = IR / F

FEC
Rate = F

SR = Symbol rate = TR/2 for QPSK

IR CR CR TR SR

IR = 2048 kbps. Framing and overhead adds 96 kbps, so CR = 2144 kbps. FEC: Viterbi 
rate ¾ and Reed‐Solomon rate 15/16; F = 0.703, so TR = 3049 kbps. 
SR = 1524 kbps.

Example using Intelsat IDR format:
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Signal bandwidth
10 dB bandwidth is approximately 
1.2 x symbol rate

Carrier spacing is approximately 1.4 x 
symbol rate (to allow margin)

• Bandwidth is proportional to the symbol rate.
• Usually, the signal is about 10 dB down at 1.2 x the symbol rate (depends on the rolloff factor).
• Carriers need to be spaced slightly wider than this in order to prevent adjacent carriers from causing interference.  Any 

uncorrelated signal within the demodulator bandwidth appears as excess noise power to the demod, which degrades the 
bit error rate (BER)

• Traditional carrier spacing is 1.4 x SR, which allows tolerance for some carrier frequency error.  With care, carriers can 
sometimes be spaced a bit closer.
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